APPROVED FOR POSTIN(

REPUBLIC OF THE PHILIPPINES MA TER A S. PABULAYAN

Sandiganbapan Emutl Clerk of Court IV
Quezon City

BIDS AND AWARDS COMMITTEE

SUPPLEMENTAL BID BULLETIN NO. 01-BID09-2018-1
January 10, 2019

Re-Advertisement
Procurement of Three (3) Units Steno Writers with Computer-Aided
Transcription Software for the Sandiganbayan

This Supplemental Bid Builetin is issued to revise, amend, and/or clarify certain provisions
of the Bidding Documents for the above-mentioned procurement project. Accordingly, this
shall form an integral part of the Bidding Documents.

PARTICULARS AMENDMENTS/CLARIFICATIONS
Item 2. Terms of Reference (p.61) Item 2. Terms of Reference (p.61})
2. Professional Computer Aided Transcription 2. Professional Computer Aided
(CAT) Software or higher available Version Transcription (CAT) Software or higher
' available Version
System Requirements
ro— Y P T Ty The CAT Software should be able to
perating indows 75, Windows .2, create the best real-time, electronic and
System Windows 7 " " - d th
Computer Intel i3, i5,i7 or AMD Equivalent is Wrm.ts In tandem wit
Processot recommended with processor speed Shorthand machines.
of 3 GHz or higher
gi:M 4 Gb or More The said CAT Software utilizes predictive
emory) analytics, artificial intelligence, and
Hard Drive 80 Gb HDD or larger is YLES, Y ide cl
recommended common sense to provide ¢ e.aner
Video Card DirectX 9 compatible video card with | | franslation, strea.mlmed editing, and
minimum 256 Mb Video RAM sophisticated delivery methods.
Display SVGA Monitor capable with a
o 102?768 or highe;lregolutéon — Such software should be compatible with
Audio Car Windows compatible Sound card for ™ stem requirements:
audio recording at 8 KHz, 16 bit. the following sy 9 .
Microphone Windows compatible external, self- Operating Windows 10, Windows 8.1,
powered or battery powered System Windows 7
Microphone Y .
- Computer Intel i3, i5,i7 or AMD
Ports * USB !JOI‘I for.the steno writer Processor Equivalent is recommended with
to write realtime, update the processor speed of 3 GHz or
writing machine dictionary higher
and update the writing RAM 4 Gb or More
mac'hine s.oftware (Memory)
* 9 pin serial port to connect | | I"iiard Drive 80 Gb HDD or larger is
the writing machine to write recommended
real-time (Optional) Video Card DirectX 9 compatible video card
with minimum 256 Mb Video
RAM
Display SVGA Monitor capable with a
1024x768 or higher resolution
Audio Card Windows compatible Sound card
for audio recording at 8 KHz, 16
bit.
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Microphone Windows compatible external,

self-powered or battery powered

Microphone

Ports e USB port for the steno
writer to write realtime,
update the  writing
machine dictionary and
update  the  writing
machine software

e 9 pin serial port to
connect the writing
machine to write real-
time (Optional)

For the guidance and information of all concerned.

L]
-

ATTY\MA. TERESA S. PABULAYAN
Chairperson, Bids and Awards Committee
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